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A) The material used for the shoe upper 

PROPERTIES DATASHEET NONWOVEN NONWOVEN 

              1. IDENTIFICATION OF THE PRODUCT: THERMOFORMABLE PINPOINT fleece 

              2. PRODUCT CODE: WT650M 

              3. MANUFACTURER IDENTIFICATION: LAMA “LAMA” Sp. z o. Ö. sp.k 

              4. MANUFACTURING TECHNIQUE: needling 

              5. INGREDIENTS: 100% PES 

              6. STRUCTURE: flat 

              7. FINISH: temperature rigidity 

              8. COLOR: gray 

                                                                                         

              COMMERCIAL DIMENSIONS 

               1. PRODUCT SURFACE WEIGHT: 650 g/m2 ± 5% 

               2. PRODUCT THICKNESS: 6mm + 1mm 

               3. WIDTH: 160cm ± 5cm 

               4. LENGTH: 30m 

 

B) The material used for the shoe seam tape 

 

                    PART NUMBER ( numer artykułu) 

TL40C 

PART NAME (nazwa) 

Piping 40mm black color 

Manufacturer: Andra Sp z.o.o. 

DIMENSIONS/SPECIFICATION (specifikacja) 

Diameter (szerokość) 40 mm +/- 1.5 mm 

Average mass (waga) 8.42 g/mb+/-10% 

Density (gęstość) 12/1 

Raw material (rodzaj materiału 

   100% PES 
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